
Propane Patio Heater 

General Safety Information 
WARNING: Improper use of this heater can result in serious injury or death from burns, fire and or 
explosion. 

IMPORTANT: Read this User's Manual carefully and completely before attempting to operate or service 
this heater. Improper use of the heater can cause serious injury or death from fire and explosion. 
Every possible circumstance that may involve a hazard cannot be anticipated. The warnings in this 
manual and attached to the unit are therefore not all-inclusive. If a procedure, work method or operating 
technique not specifically recommended by the manufacturer is used, you must be sure it is safe for you 
and others. You should also insure that equipment will not be damaged or made unsafe by the operating 
or maintenance method you choose. 

IMPORTANT SAFETY INFORMATION 
1. Keep solid combustibles, such as building materials, paper or cardboard a safe distance away from the 
heater as recommended by the instructions in this manual (at least 2 feet away from sides and 3 feet from 
top of head assembly). 
2. These heaters are design certified as gas-fired infrared patio heaters under CSA 2901-81 standards. 
3. This heater is hot when in use. To avoid burns, do not let bare skin touch hot surfaces. Do not move 
heater when in use OR for at least 45 minutes after using. 
4. Keep combustible materials, such as furniture, pillow, bedding, papers, clothes and curtains at least 2 
feet away from sides and 3 feet from top of head assembly. 
5. Do not operate any heater with a damaged regulator or after the heater malfunctions, or has been 
dropped or damaged in any manner. Retum heater to an authorized service facility for examination, or 
mechanical adjustment, or repair. 
6. Do not use this heater in a residential or household area. For OUTDOOR use only. If stored indoors, 
detach and leave the LP cylinder outdoors. 
7. Never replace the regulator with any regulator other than the factory suggested replacement. 
8. This heater should be secured or moved inside if winds exceed 22 miles per hour to prevent damage to 
heater. 
9. Do not insert or allow any foreign objects to enter any ventilation or exhaust opening as this may cause 
a fire, or damage to the heater. 
10. Do not paint emitter screen, control panel or reflector assembly. 
11. Use this heater only as described in this manual. Any other use not recommended by the 
manufacturer may cause a fire or injury to persons. 
12. Be sure heater is used where fresh air ventilation is available. 
13. Do not modify or alter this heater in any way or operate any heater that has been modified from its 
original state. For example, do not use heater without reflector assembly or emitter screen. 
14. It is hard to anticipate every use which may be made of the heater. Check with your local fire safety 
authority if you have any questions about heater application. 
15. Be sure heater is on a solid and level surface. 
16. Do not shorten the burner post assembly. 

WARNING: Never Leave Heater Unattended while burning or while connected to a power source. 

OPERATION 

Propane Patio Heaters are designed for the heating of outdoor patios, decks, spas, pool and open 
working areas. 

WARNING: BEFORE TURNING GAS SUPPLY ON Your Propane Patio Heater was designed and 
approved for OUTDOOR USE ONLY. Do NOT use this heater inside a building, or any enclosed area. 

WARNING: BEFORE LIGHTING, Heater should be thoroughly inspected before each use. 

If relighting a hot heater, wait at least 5 minutes. See space tolerances below. 

Lighting Instructions 



1) Turn the control knob to "OFF" position. 
2) Turn LP cylinder gas valve to fully open position. 
3) Push in gas control knob with your right hand and turn counter 
clockwise to "LOW" position, keep depressing the control knob, push up 
the piezo ignition button by your left hand until the burner lights. 
4) Once the burner is lit, keep the control knob depressed for approx. 30 
seconds. Then release the control knob. 
(5) If the burner does not stay lit, repeat steps 3 and 4. 
6) If the burner still does not stay lit, proceed as follows: 

a) Push in gas control knob and turn counter clockwise to the 
"LOW" position. 
b) Keep depressing the control knob, put a long stem lighter into 
the ignition hole on the emitter screen. To light the burner. 
c) Repeat step 4. 

7) Push in and turn control knob counter clockwise to "HIGH" position, if 
you want a lower temperature, push in the control knob and turn 
clockwise to the "LOW" position. 

Flame Characteristic 
The flame pattern at the emitter screen should be visually checked 
whenever heater is operated. Normally the burner flame is blue, but little 
yellow flame is acceptable. 

If flames extend beyond surface of the emitter grid, or the phenomena of 
flame lift or light back, or black spot is accumulating on the emitter grid or 
reflector, the heater should be turned off immediately. The heater should 
not be operated again until the unit is serviced and or repaired. 
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WARNING: Do NOT touch or move heater for at least 45 minutes after use. Allow Emitter and
 
Reflector to cool before touching.
 
WARNING: If at any time you are unable to light the burner and smell gas, wait 5 minutes to allow gas
 
to dissipate before attempting to light again.
 

AFTER FIRST LIGHTING
 
The burner may be noisy when initially turned on. To eliminate excessive noise form the burner, set the
 
Control Knob to "LOW', then turn the Control Knob to heat level desired.
 
White smoke may appear around the Emitter Screen during the first few minutes of initial lighting. This is
 
the heater burning up the oil used in manufacturing. Both smoke and odor will dissipate after
 
approximately 30 minutes.
 

WHEN HEATER IS ON
 

The Emitter Screen will become bright red due to the intense heat. Burner may display tongues of blue
 
flame. These flames should not be yellow or produce thick black smoke, which indicates that there is an
 
obstruction of airflow through the burners.
 
If flame is very low it is because there is not enough pressure. Check your LP cylinder.
 

RELIGHTING
 
1) Turn the Control Knob to the "OFF" position.
 
2) Wait at least 5 minutes before attempting to relight.
 
3) Repeat steps beginning with step 2 under 'Lighting Instructions'.
 

SHUT DOWN INSTRUCTIONS
 
1) Push in and turn Control Knob to the "OFF" position.
 
2) Turn gas valve on LP cylinder clockwise until tight to close.
 

WARNING: Always be sure Control knob is OFF and cylinder is OFF when leaving heater. Never
 
leave this patio heater unattended while in use.
 
NOTE: After use, some disc%ration of the emitter screen is normal.
 
DANGER: Do not touch or move heater dUring operation or for at least 45 minutes after use.
 
Serious injury or death may occur.
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